
M25 

• • • • •• •• •• • •• • • • • ••••••••••••••••••••••• • • • • • • • ••• • • • • • • • • • •••

Green•• Green•• 

Red•• 

Black•• 

Orange•• 

Brown•• 

Yellow 

Blue•• 

COM•• 

NC•• 

NO
•• 

Black•• 

Red•• 

Orange 

12VDC 24VDC Lock Status Sensor

.
.

.



Important Safety Requirements

Apply thread-locker glue (e.g., Loctite) to the thread of the Armature-Plate-Fixing Screw (Allen-Screw) to prevent
from becoming loose.
Locks should be inspected at regular intervals to ensure safe functionality in conjunction with the door
environment.
The supplied Allen screws cater for maximum door-thickness of 45mm.
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Problem Possible Cause Solution

Door will not lock No DC voltage to lock 
Loose

Check power supply

Reduced holding force Bad physical contact between armature 
plate and face of magnet.

Ensure mating surfaces are clean and in 
proper alignment and the armature plate 
floats freely. Check magnetic lock for low 
voltage or wrong voltage setting.

Delay in door release Re-wire circuit switch between magnetic 
lock and power source.
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Troubleshooting
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WASHERS

METAL PRESSURE
PLATE

ARMATURE PLATES MUST BE INSTALLED WITH THE COMPONENTS
SHOWN ABOVE. THESE COMPONENTS ARE PROVIDED WITH EACH
ELECTROMAGNETIC LOCK. (TO AVOID MALFUNCTION OF THE LOCK
DO NOT USE PARTS OTHER THAN THOSE PROVIDED ABOVE).
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FIXING ARMATURE PLATE ON
FRAMELESS GLASS DOORS

NUT SPACER
STEEL WASHER (x3)
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ARMATURE PLATES MUST BE INSTALLED W ITH THE COMPONENTS SHOW N ABOVE. 

THESE COMPONENTS ARE PROVIDED W ITH EACH ELECTROMAGNETIC LOCK. 

TO AVOID MALFUNCTION OF THE LOCK, DO NOT USE PARTS OTHER THAN THOSE 
  PROVIDED ABOVE. 

ARMATURE PLATE  MOUNTING  DETAILARMATURE PLATE FIXING KIT COMPONENTS

Arm ature Plate
Fixing Holes

Nut
Spacer

Armature  PlateRubberArm ature PlateNut Spacer WasherFixing ScrewSteel W asher ( x2)
Rubber W asher ( x2)

Steel
W ashers

Arm ature Plate
Fixing Screw

Guide Pin

FIXING THE ARMATURE PLATE ON FRAMELESS GLASS DOORS

Metal Pressure  Plate "U" Channel Bracket

Rubber W ashers

Armature  Plate

Glass Door
10  or 12m m

1800 098 094 
info.au@allegion.com 
fshlocking.com.au  
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